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(e) At least 1.3 centimeters (Y2 inch)
in height.

§108.623 General alarm bell switch.

Each general alarm bell switch must
be marked “GENERAL ALARM” on a
plate or other firm noncorrosive back-
ing.

§108.625 General alarm bell.

Each general alarm bell must be
identified by marking ‘“‘GENERAL
ALARM—WHEN BELL RINGS GO TO
YOUR STATION” next to the bell.

§108.627 Carbon dioxide alarm.

Each carbon dioxide alarm must be
identified by marking: “WHEN ALARM
SOUNDS VACATE AT ONCE. CARBON
DIOXIDE BEING RELEASED” next to
the alarm.

§108.629 Fire extinguishing system
branch line valve.

Each branch line valve of each fire
extinguishing system must be marked
with the name of the space or spaces it
serves.

§108.631 Fixed fire extinguishing sys-
tem controls.

(a) Each cabinet or space that con-
tains a valve, control, or manifold of a
fixed fire extinguishing system must be
marked by one of the following: “‘CAR-
BON DIOXIDE FIRE APPARATUS”,
“FOAM FIRE APPARATUS”, or
“WATER SPRAY FIRE APPARATUS”
in letters at least 5 centimeters (2
inches) high.

(b) Instructions for the operation of a
fixed fire extinguishing system must be
posted next to a fire apparatus de-
scribed in paragraph (a) of this section.

§108.633 Fire stations.

Each fire station must be identified
by marking: “FIRE STATION NO.
;” next to the station in letters and

numbers at least 5 centimeters (2
inches) high.

§108.635 Self-contained breathing ap-
paratus.

Each locker or space containing self-
contained breathing apparatus must be
marked: “SELF CONTAINED
BREATHING APPARATUS”.

§108.645

§108.636 Work vests.

Each space containing a work vest
must be marked: “WORK VEST”.

§108.637 Hand portable fire extin-
guishers.

(a) Each hand portable fire extin-
guisher must be marked with a number
that identifies it in relation to all
other hand portable fire extinguishers.

(b) The location of each hand port-
able fire extinguisher must be marked
with the same number that is marked
on the extinguisher.

§108.639 Emergency lights.

Each emergency 1light must be
marked: “E”.

§108.641 Instructions for changing
steering gear.

Instructions stating, in order, the
different steps to be taken for changing
to emergency and secondary steering
gear must be posted in the steering
gear room and at each secondary steer-
ing station in 1.3 centimeters (Y2 inch)
letters and numerals of contrasting
color to the background.

§108.643 Rudder orders.

At each steering station, the direc-
tion which the wheel or steering device
must be moved for right rudder or left
rudder must be marked in letters of
contrasting color to the background on
the wheel or steering device or in a
place that is directly in the helms-
man’s line of vision to indicate
“RIGHT RUDDER” and “LEFT RUD-
DER”.

§108.645 Markings on lifesaving appli-
ances.

(a) Lifeboats and rescue boats. Each
lifeboat and rescue boat must be plain-
ly marked as follows:

(1) Bach side of each lifeboat and res-
cue boat bow must be marked in block
capital letters and numbers with—

(i) The name of the unit; and

(ii) The name of the port required to
be marked on the unit to meet the re-
quirements of subpart 67.123 of this
chapter.

(2) The number of persons the boat is
equipped for, which may not exceed the
number shown on its nameplate, must
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